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DRISPAC 
POLYANIONIC CELLULOSIC POLYMER 

 
 
 
DESCRIPTION 
DRISPAC is a polyanionic cellulosic long chain polymer used as a fluid loss control agent and viscosifier in salt muds.  
One ton of DRISPAC will yield approximately 1,500 bbl (or 1 metric ton will yield 262.9 M3) of 15 centipoise mud in 
saturated salt water.  The product is not subject to bacterial degradation.  DRISPAC is also available in a low viscosity 
form. 
 
 
APPLICATION 
DRISPAC is stable at temperatures up to 300° F (148.9° C).  Its primary application is as a filtrate control agent and as 
a supplementary viscosifier in salt water mud systems.  The addition of MESUCO FLOBEST or FLOSAL in a 
concentration of 2.5 to 5.0 ppb (7 to 14 kg/m3) to the system will enhance the hole cleaning characteristics of 
DRISPAC. 
 
 
RECOMMENDED TREATMENT 
DRISPAC, due to its extremely high viscosity yield, is an excellent product to use to formulate low solids drilling 
fluids in fresh water. 
 
To prepare a low solids fresh water drilling fluid, 0.5 to 1.00 ppb (1.4 to 2.85 kg/m3) is recommended. 
 
As a fluid loss control agent and viscosifier in salt water systems, 1.0 to 2.0 ppb (2.85 to 5.7 kg/m3) is suggested. 
 
 
PACKAGING 
DRISPAC is package in 50 lb multi-wall paper bags. 
 
 
MISCELLANEOUS 
Prices and delivery schedules for DRISPAC are available from any Messina office, representative or local distributor. 
 
 
DRISPAC is a trademark of Drilling Specialties. 
 
 

 


